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NOTES:

KEY

Footway to be reconstructed to suit new
levels.

New footway surface course and 
basecourse regulating course overlaid on
existing carriageway surface.

New concrete block paving construction.

New 70mm high asphalt ramps 1.5m long.

Proposed planter, details to be confirmed.

2.8m wide by 0.8m deep tactile paving,
colour buff.

Existing utility covers to be adjusted to
suit new finished surface levels.

125mm x 255mm pre-cast concrete 
half-batterd kerb type HB2 with 125mm
kerb face.

125mm x 150mm pre-cast concrete 
bull-nosed kerb type BN as dropped kerbs
at pedestrian crossing with 0-6mm kerb
face.

Conservation kerb with 125mm kerb face.

125mm x 255mm pre-cast concrete
channel type CS1 laid flush.

1no. pre-cast concrete right hand/left 
hand transition kerb.

50mm x 150mm pre-cast concrete 
flat topped edging type EF.

New road gully with 150mm dia. 
connection, to connect to existing surface
water sewer.

Existing safety railings.

NOTE: Connection of proposed gullies to existing
surface water sewer is shown in-principle only. Details
of existing drainage are to be confirmed on site and
proposed connections agreed with Somerset CC
Highways before the works proceed.
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BISHOPS LYDEARD
STREET DESIGN

S278 Works Site 6 - Mount Street: School

Pedestrian Crossing Option 2, Raised Paved

Surface With No Carriageway Narrowing
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